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Abstract:   
Molecularly Imprinted Polymers (MIPs) are synthesized for the neurotransmitter noradrenaline with 
the optimal composition and binding conditions being determined via optical batch rebinding 
experiments. Next, the obtained MIP polymer particles are mixed within screen-printed inks to produce 
mass-producible bulk modified MIPs screen-printed electrodes (MIP-SPEs). In this contribution, the 
supporting surface which the MIP-SPEs are screen-printed upon are explored to deviate from 
conventional polyester, to polyvinylchloride, tracing paper and household-printing paper. The 
performance of the MIP-SPEs are measured using the Heat-Transfer Method (HTM), a straightforward 
and low-cost detection technique based on thermal resistance. At first, the noise on the signal is 
minimized by adjusting the settings of the temperature feedback loop. Second, the response of the MIP-
SPEs to noradrenaline is measured and compared for the different substrate materials. Sensors printed 
onto paper are considered in further experiments as their response to noradrenaline is the highest and 
advantageous material properties, including sustainability and flexibility of the material. Subsequently, 
dose-response curves are determined by simultaneously measuring HTM and Thermal Wave Transport 
Analysis (TWTA). The latter is a new thermal detection method that relies on the use of thermal waves 
and has the advantage of a short measurement time (2 min). With these thermal methods, it is possible 
to specifically detect noradrenaline in aqueous solutions and quantify it at relevant concentrations. In 
summary, by combining synthetic receptors with thermal measurement techniques it is possible to 
develop a portable sensor platform that is capable of low-cost and straightforward detection of 
biomolecules. Through exploring novel SPE substrates, a system is designed that is flexible and holds 
potential for the use in commercial biomedical devices and complex sensor architectures. 
Keywords:  Molecularly Imprinted Polymers (MIPs), paper-based biomimetic sensors, heat-
transfer method (HTM), thermal wave transport analysis (TWTA), neurotransmitters, 
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1. Introduction  
Noradrenaline is a catechol neurotransmitter that has a crucial role in the function of the renal, 
hormonal, cardiovascular and central nervous system[1, 2]. It is associated with the fight-or-flight 
response, as the release of noradrenaline is significantly increased in stressful and dangerous situations, 
which mobilizes the brain and body for action[3, 4]. Low levels of the neurotransmitter are associated 
with depression and postural hypotension[5], while high levels indicate stress, thyroid hormone 
deficiency[6] and congestive heart failure[7]. Noradrenaline is an active component of a variety of 
drugs, ranging from treatment of hypertension to organic heart disease, diabetes[8], and anxiety[9]. In 
recent years, noradrenaline has attracted attention as a tumour biomarker[10]. Urine and plasma tests 
are used to diagnose pheochromocytoma, an endocrine tumour of the adrenal glands that secretes high 
amount of catechol amines[11, 12]. If undetected, these tumours present a high risk of mortality[13] 
since fluctuating levels of noradrenaline can result in organ damage from dangerously high blood 
pressure, which leads to heart attacks and kidney failure[14]. Recent reports suggest that stress 
hormones such as noradrenaline are involved in the initiation and progression of tumours, which occurs 
through the overexpression of enzymes[15, 16]. Work by Choi et al.[17] have demonstrated that by 
stimulating cells with noradrenaline, metastasis of ovarian cancer cells was enhanced. Due to its 
relevance as a biomarker, various analytical techniques have been employed to determine noradrenaline 
concentrations in biological samples. The most common methods include chromatographic[18, 19] and 
electrochemical biosensor techniques[20-22]. Electrochemical methods are inexpensive and fast 
compared to chromatographic measurements, but applications are limited due to poor selectivity and 
interference of other metabolites present in biological samples. To enhance the selectivity, Molecularly 
Imprinted Polymers (MIPs) have been used[23]. MIPs, referred to as plastic antibodies, possess high 
affinity for their template molecules but have superior stability and are inexpensive compared to natural 
antibodies[24-26]. The imprinting process takes place by co-polymerizing functional and cross-linking 
monomers in the presence of a molecular template[27, 28]. After removal of the template, cavities are 
formed that are complementary in shape, size and functional groups to the template molecule and are 
able to rebind it with high affinity and selectivity [29, 30]. In certain areas commercial applications are 
available, and recently, MIPs were used for the first time as an active ingredient in a cosmetic 
product[31]. Examples of MIPs in literature designed for catecholamines, the class of molecules 
noradrenaline belongs to, are sparse and focus around chromatographic applications[32, 33]. Huang et 
al.[34] developed a monolithic MIP for the chiral separation of (-)-noradrenaline from buffer solutions. 
To extract cathecholamines from a biological matrix, respectively human plasma samples, magnetic-
carbon nanotubes MIPs were prepared which were combined with ultra-fast liquid chromatography-
tandem quadrupole mass spectrometry (UFLC-MS/MS)[35]. Electropolymerization has the advantages 
over preparation of monoliths that instead of particles an imprinted film is formed on the electrode, but 
the main drawback is that a conductive monomer is required[36]. Rosy et al.[23] synthesized an 
imprinted polymer film with o-aminophenol and evaluated noradrenaline binding by determining the 
increase in peak current. By implementing the MIP into the sensor platform, the selectivity was 
enhanced compared to traditional noradrenaline electrochemical sensors. 
Electrochemical techniques offer fast and low-cost measurements, but are not compatible with every 
target molecule and there are limitations to the selectivity. The Heat-Transfer Method (HTM), is a 
promising and straightforward alternative that relies on thermal detection[37]. It was first discovered 
for the process of DNA melting; with the transition from well-defined double-stranded DNA to single-
stranded DNA where the strands are random coils without a regular structure. As a result, the surface 
coverages increases by 150% and this leads to a significant increase in the electrical resistance due to 
the formation of an additional insulating layer on the surface[38]. The electrical resistance is linked to 
the thermal resistance and this additional insulating layer blocks the heat-flow in a certain direction, 
which corresponds to a measurable increase in the thermal resistance. This effect has been well-studied  
for various applications, such as detection of proteins with aptamers[39], screening of cancer cells[40] 
and studying of DNA mutations[38]. For sensors with MIPs as recognition element, binding of the 
templates to specific cavities in the porous polymer layer, leads to increase in the thermal and electrical 
resistance that is described by the “pore-blocking” model[41]. Advantages of this thermal method 
include that a low-cost home-made set up is used, which requires the use of only two thermometers and 
an adjustable heat source. In recent work, screen-printed electrodes (SPEs) were used to prepare a 
biosensing platform by the direct mixing of the MIP particles into the screen-printing ink, which results 
in mass producible MIP-SPEs[42]. As a first proof-of-concept, the binding of the neurotransmitter 
dopamine was studied by using HTM and Thermal Wave Transport Analysis (TWTA). The latter is a 
novel thermal method that relies on applying thermal waves rather than keeping the thermal resistance 
of samples fixed[43]. It is demonstrated that this improves the detection of dopamine by lowering the 
noise ratio on the signal and it has the additional benefit of shorter measurement time[42].  
In this contribution, a MIP with a high specificity for noradrenaline is developed by evaluating the 
composition of various charged monomers. Next, MIP particles are mixed with screen-printing ink and 
screen-printed onto a variety of substrates; polyester, which was used in previous work[42], and an 
array of substrates that have not been used before in combination with MIPs namely, polyvinylchloride 
(PVC), tracing paper, and household printing-paper. The effect of the SPE substrate on thermal 
detection is studied by exposing the prepared MIP-SPEs to an aqueous solution with a 1 mM 
noradrenaline concentration. In consideration of all the substrates, the paper-based SPEs ensure a high 
stability and exhibit the highest analytical response (measured as a phase shift in the thermal signal) 
towards noradrenaline. Therefore, these MIP-SPEs are evaluated in further thermal measurements 
(HTM and TWTA) and dose-response curves are constructed to quantify the noradrenaline 
concentration in aqueous solutions.  
The developed polymer-based platform is sustainable due to the use of paper and has potential for the 
use in pharmaceutical applications because of it its simplicity, low-cost, and portability of the set up[37]. 
The ability to adapt the MIP layer offers a great versatility[26] as the sensor can be targeted towards 
other disease markers, additionally this platform could be placed into an array format offering a great 
opportunity as a point-of-care sensor for drug screening. 
 
2. Experimental 
 
2.1 Reagents and instrumentation 
Ethylene glycol dimethacrylate (EGDMA), itaconic acid (IA), methacrylic acid (MAA), acrylic acid 
(AA), serotonin hydrochloride salt (98%) and dopamine hydrochloride salt (99%) were purchased from 
Acros (Loughborough, United Kingdom). Prior to polymerization, the stabilizers in MAA, AA and 
EGDMA were removed by passing the solutions over a column packed with alumina. 4,4’-azobis(4-
cyanovaleric acid), (±)-noradrenaline hydrochloride, (±)-adrenaline hydrochloride, tyramine, 3,4-
dihydroxy-L-phenylalanine (L-Dopa) (98%), ascorbic acid and solvents were obtained from Sigma 
Aldrich (Gillingham, United Kingdom). In further text, for simplicity we will refer to (±)-noradrenaline 
hydrochloride as noradrenaline. For the heat-transfer measurements, home-made phosphate buffered 
saline (PBS, 1x) solutions were prepared. All solutions were prepared with deionized water of restively 
18.2 Ω cm. All solutions, unless stated otherwise, were vigorously degassed with nitrogen to remove 
oxygen prior to analysis. 
 
2.2 MIP synthesis 
MIPs for noradrenaline were synthesized with varying compositions, which are listed in Table 1. The 
MIP which was able to bind noradrenaline with the highest affinity was prepared in the following 
manner. First, a mixture of the functional monomer IA (0.77 mmol), crosslinker molecule EGDM (7.7 
mmol), and initiator 4,4-azobis(4-cyanovaleric acid) (50 mg) was dissolved in dimethylsulfoxide 
(DMSO) together with the template molecule (0.38 mmol). The mixture was then sonicated for 5 min 
and subsequently degassed with N2 before starting the polymerization. Polymerization was performed 
by heating the mixture up to 65˚C and keeping it there at 12 h, allowing full completion of the reaction. 
The obtained bulk polymer was ground and sieved to achieve microparticles with sizes smaller than 20 
μm. Finally, noradrenaline was removed from the MIP powders by continuous Soxhlet extraction with 
a 50/50 mixture of acetic acid and methanol. After 24 h, the template was fully extracted which was 
verified by AT-IR spectroscopy with a Nicolet 380 FT-IR device from Thermo Scientific 
(Loughborough, United Kingdom) (Supporting Information, S-1). The powders were then dried 
overnight in an oven at 100˚C. Thermal stability of the MIPs was ensured by running a 
ThermoGravimetric Analysis (TGA) experiment on a TG4000 from Perkin Elmer (London, United 
Kingdom), which is enclosed in Supporting Information, S-2.  
 
Table 1. The composition of the different MIPs is described in Table 1, listing the amount of 
template, functional monomer, crosslinker monomers, initiator, and porogen used. 
 MIP-
23 
MIP-
24 
MIP-
31 
MIP-
32 
MIP-
33 
Noradrenaline (mmol) 0.38 0.38 0.38 0.38 0.38 
IA (mmol) - - 0.77 0.77 0.77 
MAA (mmol) 0.77 - - - - 
AA (mmol) - 0.77 - - - 
EGDM (mmol) 7.7 7.7 7.7 7.7 7.7 
Initiator (mg) 50 50 50 50 50 
DMSO (ml) 4 4 3 4 5 
 
Non-imprinted polymer (NIP) were synthesized accordingly, but without the presence of the target 
molecule. These MIP and NIP powders were used in all further batch-rebinding and heat-transfer 
experiments. 
 
2.3 Batch rebinding experiments 
Optical batch rebinding experiments were evaluated with an Agilent 8453 spectrophotometer 
(Stockport, United Kingdom). For each experiment, 20 mg of MIP or NIP powder was added to 5 ml 
of aqueous solutions with noradrenaline concentrations between 0-0.3 mM. The pH of the solutions was 
adjusted in a range from 3-6 by addition of drops of a HCl solution (0.1 mM). The resulting suspensions 
were stirred for 1h on a rocking table at room temperature. Subsequently, the samples were filtered and 
the free concentration of noradrenaline (Cf) was determined by UV-vis spectroscopy. This enabled to 
calculate the bound concentration (Sb) of noradrenaline per gram of MIP and NIP powder and construct 
the corresponding binding isotherms. To obtain the imprint factor (IF), the binding of noradrenaline to 
the MIP was divided over that by the NIP at Cf = 0.05 mM. Selectivity experiments were performed 
with adrenaline, dopamine, L-Dopa and tyramine, molecules that are similar in chemical structure to 
noradrenaline. 
 
2.4 Preparation of MIP bulk modified Screen-Printed Electrodes (MIP-SPEs) 
The procedure to prepare the MIP-SPEs is described in detail in ref[42]. A carbon-graphite ink 
formulation (Product Code: C2000802P2; Gwent Electronic Materials Ltd, UK) was printed onto 
different substrates (thickness listed in Table S-3) and cured at 60˚C for 30 mins. Substrates that were 
used include tracing paper, paper, polyvinylchloride (PVC) and polyester. Details about the supplier 
and grade of the substrates can be found in ref[44]. MIPs were incorporated into the bulk ink of the 
SPEs with a mass percentage of 30% of mass particulate vs mass ink (MP/MI). This is the highest amount 
of particles that can be incorporated before the ink loses its printability. SEM images were recorded on 
a Supra 40VP Field Emission SEM from Carl Zeiss Ltd (Cambridge, United Kingdom) to demonstrate 
the presence of the MIP particles onto the SPEs. Prior to analysis, a thin layer of Au/Pd was sputtered 
onto the MIP-SPEs with a SC7640 from Polaron (Hertfordshire, United Kingdom) to enhance contrast 
of the images.  
 
2.5 HTM measurements with MIP-SPEs printed on different substrates 
All thermal measurements were performed with a Perspex flow cell with an in-house design, as 
described in detail in ref [38]. The flow cell, with an inner volume of 110 μl, was sealed off with an O-
ring and connected to the thermal set up (Figure 1). MIP-SPEs are pressed mechanically onto a copper 
block, which served as the heat sink. Its temperature, T1, is actively steered by a proportional-integral-
derivative (PID) controller and measured by a thermocouple type K (Onecall, Leeds, United Kingdom). 
For all HTM measurements with noradrenaline, T1 was kept at 37 ± 0.04 ˚ C to mimic body temperature. 
A second thermocouple was placed above the sensor surface to measure the temperature in the liquid 
(T2).  
 
Figure 1: is a schematic representation of the in-house designed flow cell. MIP-SPEs are placed onto 
copper (T1) of which the temperature is actively steered. The temperature in the fluid (T2) is 
monitored and are correlated to changes at the solid-liquid interface.  
 
MIP-SPEs with different substrates, including paper, tracing paper, PVC and polyester, were mounted 
into the sensor set up described in Figure 1. The thermal resistance, Rth (˚C/W), is defined as the 
temperature gradient (T1 – T2) divided over the input power P (W). P is defined as the voltage over the 
heat source that is required to keep T1 at a constant temperature. The temperature at T2 is sampled every 
second. 
Equation 1:   𝑅𝑡ℎ =  
𝑇1−𝑇2
𝑃
 
First, the influence of the PID settings on the noise of the signal was evaluated, as previous work showed 
that the feedback loop is the main origin of the noise on the thermal measurements[45]. The PID 
parameters were varied from 1-6-0, 1-9-0, 1-10-0, 2-4-0.1, 3-3-0.2 and 10-10-10. The first two 
configurations were used in past papers and gave the lowest Limit of Detection (LOD) for MIPs 
deposited onto aluminum[41]. The feedback of the system is material dependent and to study the SPEs 
the parameters were adapted to look at settings between and at the extreme (10-10-10) of the PID 
spectrum. In these experiments, the noise on the level was studied when the MIP-SPEs stabilized into 
a buffered aqueous solution. Subsequently, the configuration for the different substrates with the lowest 
noise level on the baseline signal was determined. In further experiments, the PID parameters were then 
fixed and the effect of the SPE substrates was studied. MIP-SPEs printed onto the different substrates 
were stabilized in water and aqueous solutions with a 1 mM concentration (pH=6) of noradrenaline 
were added to the set up. After the first addition with noradrenaline, the signal was left to stabilize for 
30 min and flushed with an aqueous solution. To test the reusability, the sensor was again exposed to a 
solution with a 1 mM noradrenaline concentration. The response of the system was then determined by 
calculating the effect size, which corresponds to the thermal resistance at a 1 mM concentration divided 
over the baseline level.  
 
2.6 HTM and TWTA experiments with MIP-SPEs printed on paper to determine dose-response 
curves 
MIP-SPEs printed onto paper were used in further dose-response curve measurements due to its high 
effect size and advantageous material properties of the system. The MIP-SPE were first stabilized for 1 
h in distilled water and then solutions of increasing noradrenaline concentrations (0, 0.5, 1, 2.5, 5, 10, 
25 mM) in distilled water were added into the flow cell with an automated NE500 programmable 
syringe pump from ProSense (Oosterhout, The Netherlands). The solutions where injected at an interval 
of 30 minutes with a flowrate of 200 µL/min with a total volume of 1 mL. 
After stabilization of the signal, the Rth values at the specified concentrations were determined. The 
relative response in Rth, which will be called the effect size, is defined according to Equation 1. The Rth 
at t=0 refers to the baseline signal, while Rth at t=c refers to the thermal resistance that is measured after 
a certain concentration of the target is added. Equation 2 is used to construct dose-response curves and 
quantify the concentration of noradrenaline in aqueous solutions.  
 
Equation 1:   𝐸𝑓𝑓𝑒𝑐𝑡 𝑠𝑖𝑧𝑒 =  
𝑅𝑡ℎ (𝑡=𝑐)
𝑅𝑡ℎ (𝑡=0)
 𝑥 100 
 
Simultaneously with these HTM measurements, thermal wave transport analysis (TWTA) 
measurements were performed. A thermal wave (amplitude of 0.1˚C, frequency range from 0.0083 Hz 
to 0.05 Hz) was applied from the heat-sink to the MIP and the thermal wave output was measured at 
the position in the liquid of thermocouple T2. Delays in the thermal wave output were measured because 
of two effects. First, the solid-liquid interface of the MIP-SPE with the aqueous solution induced a delay 
in the thermal wave output and, second, a further delay was caused by binding of neurotransmitters to 
the MIP layer. To solely study the binding effect, the delay in seconds for the MIP-SPEs exposed to 
known noradrenaline solutions was compared to the output measured in a pure aqueous solution. This 
was then converted into a phase shift by taking the time of one thermal wave (pure aqueous solution, 
c=0 of noradrenaline concentration) measured at the output as 360˚. Dose-response curves were 
obtained by plotting the normalized phase shift versus the noradrenaline concentration. To determine 
the specificity of the developed sensor platform, identical HTM and TWTA measurements were 
performed for the reference NIP and by exposing MIP-SPEs to adrenaline and dopamine, molecules 
that have a similar chemical structure as noradrenaline. 
Finally, a TWTA measurement with a MIP-SPE exposed to noradrenaline solutions in PBS of pH =7 
was performed to give an outlook in application for clinical samples. Ascorbic acid (1 mM) was added 
as an anti-oxidant, which ensures stability of noradrenaline in solution[46]. The phase shift, and 
determined dose-response curve, were obtained in the same manner as for the other TWTA 
measurements. 
 
3. Results 
3.1 Batch rebinding results 
First, batch rebinding experiments with MIP023, MIP024 and MIP032 were performed. These MIPs 
have a similar composition but differ in the functional monomer that was used. MAA and AA (one 
charged functional group) and IA (two charged functional groups) were studied. The time of the 
experiments was fixed at 1h since after 30 min no significant increase in specific binding of the 
noradrenaline to the MIP particles was observed. In the experiment, 5 ml of noradrenaline solutions (Ci 
=0.05, 0.1 and 0.2 mM) were added to 20 mg of MIP particles. Table 2 shows the amount of template 
bound per gram of polymer and allows to compare the three different MIPs. 
Table 2. The amount of template bound (Sb) per gram of polymer for MIP023, MIP024 and MIP032.  
MIP Functional 
monomer 
Sb (μmol/g) 
Ci = 0.05 mM 
Sb (μmol/g) 
Ci = 0.1 mM 
Sb (μmol/g) 
Ci = 0.2 mM 
MIP023 MAA 3.6 6.7 8.9 
MIP024 AA 2.2 7.1 10.2 
MIP032 IA 9.6 12.9 16.8 
 
The results from Table 2 are in accordance with literature[34], Huang et al., determined that IA has a 
higher recognition ability for noradrenaline compared to MAA and AA because of its higher charged 
functionality. Therefore, IA was used as monomer in the MIP synthesis in all further experiments.  
In the next step, batch rebinding experiments with MIP31,32,33 were performed in aqueous 
noradrenaline solutions in pH range 3-6. Binding isotherms were constructed by plotting the free 
concentration Cf vs the amount of noradrenaline bound, Sb. The imprint factor (IF), which is defined as 
the binding of the MIP divided over that of the NIP at a certain concentration, was used as a measure 
for the specificity. To determine the IF, the data was fitted with a two-parameter allometric fit (Equation 
2).  
Equation 2:    

fb CAS   
This equation is referred to as the Freundlich isotherm and is often used for MIP binding isotherms due 
to the heterogeneity of the binding sites[47]. Table 3 shows the IF values for MIP31,32, and 33 at 
Cf=0.05 mM for different pH values. Noradrenaline is only soluble in water under acidic conditions and 
therefore neutral pH and alkaline solutions were not considered. All fits had a R2 value of above 0.92, 
indicating the Freundlich isotherm gives an accurate representation of the data. Table 3 enables to 
compare two parameters: the pH of the noradrenaline solutions and the amount of porogen that was 
used in MIP synthesis. 
 
 
Table 3. The IF for MIP31, MIP32 and MIP33 is provided for batch rebinding experiments performed 
at pH 3, 4, 5 and 6. Experiments were performed in duplicate.  
pH IF MIP31 IF MIP32 IF MIP33 
3* 1.01 0.97 1.20 
4 1.16 1.35 1.35 
5 1.10 1.28 1.31 
6 1.19 1.61 1.52 
*at pH 3, binding was beneath 10 μmol/g and a linear fit was used to determine IF instead of the Freundlich 
isotherm. 
 
The protonation behavior of the monomer and template is dependent on the pH.  IA has two carboxylate 
groups that have pKa values of 3.85 and 5.44[48]. This means that at pH 3, the molecules do not possess 
a negative charge and this makes binding to the positively charged nitrogen of noradrenaline very 
unlikely. From pH 5 onwards, the majority of the acid will be in its ionized form and there is a higher 
occurrence of binding, which is reflected in a higher IF for all the polymers as seen in Table 3. For all 
polymers, the most specific binding and highest IF was at pH 6. 
With Table 3, it is possible to compare MIP31, 32, 33, which were prepared with a varying amount of 
the porogen DMSO. It is crucial to determine the right amount of porogen; it needs to be sufficient to 
create a porous network but too much can result in a loss of binding sites. MIP 32, with a moderate 
amount of porogen, possessed the highest IF and was capable of binding the highest amount of 
noradrenaline per gram of polymer. 
The full binding isotherm of the MIP and NIP at optimal conditions (pH =6, MIP 32) is provided in 
Figure 2. Selectivity experiments were performed by evaluating the amount of adrenaline, dopamine, 
L-Dopa and tyramine bound to the MIP. Error bars were calculated by taking the average of three 
independent measurements.  
 
Figure 2: Binding isotherms of MIP (solid squares) and the corresponding NIP (open squares) upon 
exposure to aqueous noradrenaline solutions (pH = 6) for 12h on a rocking table. To test the 
selectivity, the response of the MIP to adrenaline (solid triangles), dopamine (open circles), L-dopa 
(open triangles) and tyramine (solid circles) was studied. The imprint factor at Cf = 0.05 mM for the 
optimized blend is 1.6 ± 0.05.   
 
Figure 2 shows that the developed MIP is specific; binding of noradrenaline to the MIP is significantly 
higher compared to that of the reference NIP. In addition, binding to the MIP by a variety of 
noradrenaline metabolites, including adrenaline, dopamine, tyramine and L-dopa, was significantly 
lower compared to the original template noradrenaline. After determining the optimal conditions for 
MIP synthesis and noradrenaline binding, detection was performed with thermal measurements.  
 
3.2 Thermal resistance measurements MIP-SPEs in phosphate buffered saline solutions 
MIPs were incorporated into the bulk ink of the SPEs with a mass percentage of 30% of mass particulate 
vs. mass ink (MP/MI). This was done for SPEs printed onto different substrates, including tracing paper, 
paper, PVC and polyester. Figure 3 shows the typical structure of the MIP particles on the surface of a 
SPE printed onto polyester as determined by SEM image analysis. 
 
  
Figure 3. Scanning Electron Microscopy (SEM) image of the MIP-SPEs with 
a 30% mass percentage of MIP particles.  
 
The bulk of the ink consists of graphite, which has a layered planar structure. A SEM image of the plane 
SPE electrode is enclosed as a figure in Supporting Information S-3. Figure 3 shows the presence of 
heterogeneous MIP particles on the surface of the SPE, confirming the samples can be used for thermal 
measurements. As a first step, the influence of PID settings to the noise level on the baseline signal was 
studied, as optimizing this will result in lower detection limits. The samples, printed on the substrates 
polyester, PVC, paper, and tracing paper were mounted into the set up and stabilized in a phosphate 
buffered saline (PBS) solution for 1h. In all experiments, the solutions were kept at pH 6 since this was 
determined to be optimal for noradrenaline binding. To determine the noise ratio, the average 
percentage error on the Rth signal was calculated for at least 250 measurement points. These results are 
summed up in Table 4.  
 
Table 4. Effect of the PID settings on the noise ratio for MIP-SPEs printed onto substrates of 
polyester, paper, PVC, and tracing paper. Noise levels are determined by averaging out Rth values of 
at least 500 measurement points. 
PID parameters Polyester 
Noise ratio (%) 
Paper 
Noise ratio (%) 
PVC 
Noise ratio (%) 
Tracing paper 
Noise ratio (%) 
1-6-0 1.01 1.42 1.06 1.34 
1-9-0 0.97 1.08 1.02 1.11 
1-10-0 0.85 1.05 0.95 0.90 
2-4-0.1 1.01 11.36 1.45 1.08 
3-3-0.2 1.91 6.2 1.30 1.30 
10-10-10 3.35 3.84 1.25 1.04 
 
The PID settings need to be adapted based on the material that is used; while for tracing paper and PVC 
varying the PID settings had little effect on the overall noise ratio, fluctuations were observed in the 
case of polyester and paper. The optimal PID settings for all substrates were 1-10-0, which is similar to 
what has been reported in literature before[45]. These parameters were implemented for the next set of 
experiments, in which the response of the MIP-SPEs to a 1 mM aqueous solution of noradrenaline 
(pH=6) was measured. Table 5 provides an overview of the thermal resistance measured after 
stabilization in PBS (pH = 6), the thermal resistance after addition of a 1 mM noradrenaline solution in 
PBS, and the effect size. Error bars are calculated by taking the averaging of 50 measurement points. 
The response (%) is defined as the percentage increase in thermal resistance after the addition of the 
noradrenaline solution.  
 
Table 5. Data showing the increase in thermal resistance after addition of an aqueous noradrenaline 
solution (c=1 mM) to MIP-SPEs printed onto different substrates.  
SPE substrate Rth value  
Stabilization 
(˚C/W) 
Rth value  
Addition 1 mM noradrenaline solution 
(˚C/W) 
Response 
(%) 
Polyester 3.83 ± 0.02 4.83 ± 0.03 26 
Paper 3.61 ± 0.04 4.62 ± 0.03 28 
Tracing paper 3.8 ± 0.1 4.3 ± 0.1 13 
PVC 4.12 ± 0.03 4.93 ± 0.03 20 
 
Table 5 shows that the SPEs substrates stabilized into aqueous solutions have different thermal 
resistance values. This is because this property depends on the thickness (listed in Table S-4) and 
thermal conductivity of the substrates. There is a difference in chemical nature between the paper and 
polymer substrates: paper tends to absorb water while polyester and PVC are hydrophobic, meaning no 
significant water uptake will be observed. In Table S-4, the effect on the thickness and weight of the 
substrates after soaking them in distilled water solutions for 30 min is listed. The weight of the tracing 
paper electrodes increased with a factor of eight, which resulted in a measurable increase of the 
thickness and deformation of the SPEs. This was reflected in the noise on the signal that was 
significantly higher for tracing paper compared to the other substrates, and therefore they were 
determined unsuitable for measurements with aqueous solutions. In contrast, paper electrodes showed 
good stability, are water-compatible and had the highest percentage effect size. The results of the full 
measurement, including stabilization, addition of noradrenaline (1 mM in aqueous solution), washing 
and a second addition of noradrenaline (1 mM in aqueous solution), are shown in Figure 4.  
  
Figure 4. Thermal resistance of the MIP-SPE printed onto paper plotted vs the time after stabilization 
in an aqueous solution followed by additions of 1 mM aqueous noradrenaline solutions with a 
washing step between the additions. 
 
The MIP-SPE printed onto paper was stabilized in an aqueous solution for 1h, which resulted in a 
thermal resistance of 3.61 ± 0.04 ˚ C/W. After addition of an aqueous noradrenaline solution, the thermal 
resistance increased to 4.62 ± 0.03 ˚C/W. This corresponds to a percentage increase of 28%, which is 
well above the noise level on the baseline (1%). In the next step, a washing step was performed with a 
PBS solution, which lowered the Rth to 3.83 ± 0.4 ˚C/W. The signal did not go back to the original 
baseline value as to extract the template from MIPs layer either a prolonged washing period is required 
or the use of an organic solvent. After exposing for the second time with a solution of a noradrenaline 
concentration of 1 mM, the thermal resistance rose back to 4.65 ± 0.03 ˚C/W. This indicated the 
reusability of the sensor if the surface was washed with an appropriate solvent.  
Besides the high effect size, additional advantages of printing onto paper include sustainability of the 
sensor platform and flexibility of the paper SPEs, which enables wrapping of the sensors around coiled 
electrodes and making them suitable for detection in medical devices such as catheters. Therefore, 
measurements to obtain dose-response curves were performed with MIP-SPEs printed onto paper. 
 
3.3 Thermal resistance measurements and TWTA measurements on MIP-SPEs for determination 
of dose-response curves in aqueous solutions 
To construct the dose-response curves, the thermal resistance with MIP-SPEs printed onto paper was 
measured after exposing them to solutions of distilled water with varying noradrenaline concentrations.  
For the first time, distilled water samples are measured by HTM and TWTA. The stability of the system 
has been improved and therefore it is possible to conduct experiments in distilled water, which 
guarantees less stability than buffered solutions but is a more accurate representation of pharmaceutical 
samples. At first, the sensors were soaked into distilled water, mounted into the set up and then 
stabilized in distilled water for 1h. Subsequently, at fixed times solutions with increasing noradrenaline 
concentrations (0, 0.5, 1, 2.5, 5, 10, 25 mM) were added to the flow cell with an automated 
programmable syringe pump.  
During the stabilization and after each addition, a thermal wave with an amplitude of 0.1˚C was applied 
from the heat sink to the MIP-SPE. The specificity of the system was determined by performing 
identical experiments with reference NIP-SPEs. The response of the MIP-SPE to the competitor 
molecule adrenaline was evaluated to demonstrate selectivity of the sensor platform.  
In Figure 5a, the time-dependent Rth of the MIP-SPE is provided after exposing the sensor to solutions 
with increasing noradrenaline concentrations. The spikes in the graph correspond to additions of the 
noradrenaline solutions that are injected at room temperature, while the flow cell has an internal 
temperature of 37.00˚C. After each addition, a distinct pattern of the thermal wave was observed. The 
thermal wave at the baseline was conducted at 1800 s and is not represented in the graph; this was done 
in order to show the stability of the signal prior to the addition of noradrenaline solutions. The thermal 
waves that were applied to the MIP-SPE are, respectively, at 4800 s, 6000 s, 9000 s, 10200 s, 13200 s, 
and 14400 s.  
Figure 5b shows the dose-response curves for the MIP-SPE, a reference NIP-SPE and a MIP-SPE to 
which the competitor adrenaline was added instead of noradrenaline (Figure 5b). Calculations were 
done according to Equation 1.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Figure 5 a) demonstrates the thermal resistance in time when the MIP-SPE printed onto paper was 
exposed to aqueous noradrenaline solutions with increasing concentrations (0, 0.5, 1, 2.5, 10 and 25 
mM). The line in the graph gives an indication of the average baseline signal. Arrows indicate when 
solutions were added to the system, which was at respectively 3450, 5630, 7580, 9910, 1195, 14090 s. 
b) shows the HTM dose-response curves for the MIP and NIP-SPE exposed to solutions of 
noradrenaline and adrenaline.  
 
After stabilizing the MIP-SPE into distilled water for 1h, a thermal resistance of 2.75 ± 0.04 ˚C/W was 
reached. A higher thermal resistance value (3 -4 ˚C/W) was measured when screening the different 
substrates, which was because a phosphate buffered solution has a different conductivity than distilled 
water. After addition of aqueous noradrenaline solutions, spikes in the signal were observed due to the 
temperature difference between the flow cell and the sample (37.00˚C vs. ambient temperature). The 
cell was then left for at least 10 min to stabilize after which the Rth was determined by averaging out at 
least 50 points measurement points. The thermal resistance steadily went up with increasing 
concentrations, which is attributed to the binding of noradrenaline to the MIP layer. This leads to 
blocking of the pores on the surface and thereby the heat-flow through the polymer particles is 
decreased[41]. The NIP-SPE was measured with an identical temperature programme and identical 
noradrenaline solutions, but no significant increase in the thermal resistance was observed. As a further 
proof of the specificity of the sensor platform, the MIP-SPEs were exposed to solutions of adrenaline. 
From Figure S-6, it can be concluded that there is no significant response of the MIP-SPE towards the 
competitor molecule of noradrenaline. 
The response of the thermal resistance vs the noradrenaline concentration for the MIP-SPE was linear 
up to 2.5 mM after which a saturation of the signal was observed. At the highest concentration of 25 
mM the thermal resistance went up to 3.22 ± 0.02 ˚C/W, which corresponds to a percentage increase of 
17%. The limit of detection, defined as the concentration at which the signal equals three times the 
standard deviation, was estimated by assuming that at low concentrations there is a linear relationship 
between the increase in thermal resistance and the concentration. This was determined to be 
approximately ~270 μM, which is similar to concentrations of noradrenaline when it is used as a drug 
(40 mg/L) for treatment of low blood pressure in emergency situations. 
During the HTM measurements, at certain points in time (at 4800 s, 6000 s, 9000 s, 10200 s, 13200 s, 
and 14400 s) a thermal wave was applied with an amplitude of 0.1˚C. As can be seen in Figure S-6, the 
peaks in the temperature shifted and there was a slower response in the system to temperature changes 
when MIP-SPEs were exposed to noradrenaline solutions. In Figure 6a, the delay in seconds is plotted 
at different frequencies of the thermal wave. This was converted into a phase shift, which is 
subsequently normalized to the baseline level. Dose-response curves for the MIP, NIP and MIP 
measurements with the competitor adrenaline are shown in Figure 6b. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Figure 6 a) demonstrates the delay in seconds (input frequency 0.03, 0.04 and 0.05 Hz) between the 
input and output thermal wave when MIP-SPEs printed onto paper were exposed to aqueous 
noradrenaline solutions with increasing concentrations (0, 0.5, 1, 2.5, 10 and 25 mM).  b) shows the 
TWTA dose-response curves with the normalized phase shift (at input frequency 0.03 Hz) for MIP 
and NIP-SPEs exposed to solutions of noradrenaline, adrenaline and dopamine.  
 
The copper block with MIP-SPEs attached to it has a known thermal mass and this means a certain time 
is required to heat up and subsequently cool down the sample by 0.1˚C. In previous work[42], it was 
empirically determined that frequencies of the thermal waves for this system are possible between 0.008 
and 0.05 Hz. At an input frequency of 0.03 Hz, a temperature delay of 18s was measured between the 
MIP-SPE at a 10 mM noradrenaline concentration compared to the baseline signal. A similar response 
was observed at an input frequency of 0.04 Hz, while at 0.05 Hz no significant effect of the 
noradrenaline concentration was observed. An input frequency of 0.03 Hz was used to construct dose-
response curves as it ensured a superior stability of the signal and a better fit in the linear regime (R2= 
0.98) of the sensor platform. The delay in seconds was then converted into a phase shift by using the 
whole length of the signal as one wave. With a delay of 18 s, this correspondeded to 72 ±2˚ as the output 
thermal wave at the baseline was equal to 85s. The results were then normalized to the baseline signal 
and represented as a dose-response curve (Figure 6b). The dose-response curve showed that the linear 
regime of the sensor was in the range of 0-10 mM, after which saturation effects were observed. With 
a linear fit the limit of detection was estimated to be ~230 μM, which is a slight improvement compared 
to HTM measurements. The sensor was proven to be selective towards noradrenaline, as no significant 
effect in thermal resistance was observed when solutions of adrenaline and dopamine were added to the 
set-up. 
To determine whether the developed sensor platform has potential for clinical applications, it is 
necessary to increase to scope to neutral and buffered solutions. Therefore, the samples were treated 
with ascorbic acid, which acts an anti-oxidant and ensures the stability of catecholamines in solution.  
In a first attempt, the response of the MIP-SPE to noradrenaline solutions (c = 0, 0.5, 1, 2.5, 5, 10, 25 
mM) in PBS of pH =7 was studied. The protocol, including stabilization time and when solutions were 
added to the set-up, was kept identical as for the experiments in water. Figure 7a shows the delay (s) 
between the peaks in the TWTA signal at an input frequency of 0.02 Hz, which is then converted into 
a dose-response curve (Figure 7b).  
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Figure 7 a) demonstrates the delay in seconds (input frequency 0.02 Hz) between the input and output 
thermal wave when MIP-SPEs printed onto paper were exposed to noradrenaline solutions in PBS pH 
=7 with increasing concentrations (0, 0.5, 1, 2.5, 10 and 25 mM).  b) shows the TWTA dose-response 
curves with the normalized phase shift (at input frequency 0.02 Hz) for the MIP-SPEs exposed to 
solutions of noradrenaline.  
 
The addition of ascorbic acid guaranteed that stability of the noradrenaline was maintained in the 
buffered solution. A linear increase in the phase delay was observed with additions of noradrenaline in 
the 0-5 mM range, after which saturation occurred and the signal went to a stable plateau level. By 
fitting the signal of the sensor in the dynamic range and taking into account a standard deviation of ±1 
s on the baseline signal, a limit of detection was estimated of ~350 μM. This is comparable to what was 
previously achieved with measurements in aqueous solutions and is a first indication of the use of the 
sensor in buffered (biological) samples. 
The LODs that are obtained with TWTA are comparable to what has been obtained with HTM 
meaurements. However, the main advantage of the TWTA measurements is that no additional 
stabilization period of 15 min is required and measurement time is equal to the length of the output 
thermal wave (85s for input frequency of 0.03 Hz). This makes the MIP-based sensor with TWTA read-
out a fast and low-cost alternative compared to chromatographic techniques, with the additional 
advantages that the developed set-up is portable and can be brought on-site for point-of-care 
applications. 
 
Conclusions 
MIPs for the detection of noradrenaline were synthesized with the monomers IA, AA and MAA, who 
are similar in chemical structure. Batch rebinding experiments determined that MIPs with IA as 
monomer had a higher recognition capability for noradrenaline due to a higher charge density of the 
functional groups. Next, MIPs with IA were synthesized with varying amount of the porogen DMSO. 
A moderate amount of porogen resulted in the highest amount of noradrenaline binding as sufficient is 
required to form the typical porous MIP structure, but an excess will dilute the number of binding sites. 
Finally, the optimal conditions for noradrenaline binding in aqueous solutions were evaluated. Batch 
rebinding experiments were performed with the optimized MIP with IA as monomer in aqueous 
solutions with a pH range 3-6. It was concluded that pH =6 was the best for noradrenaline binding, 
which is because at this pH the monomers are fully deprotonated and there is a higher chance of binding 
to the positively charged nitrogen of the noradrenaline. The prepared MIPs were ground to obtain 
micron-sized particles and functionalized within SPEs by direct mixing of the particles with the screen-
printing ink with a ratio of particles vs. ink of 30%. As substrates, polyester, PVC, tracing paper and 
paper were used, of which only polyester had been applied before for the use in MIP-SPEs. PID settings 
were adjusted in order to minimize the noise and the signal and then the response of the MIP-SPEs to a 
solution with a known noradrenaline concentration was studied. Paper electrodes showed the highest 
response (28% increase in signal), which can be attributed to the low thickness of the substrate and 
water-compatibility of the system that promotes heat-flow from the electrode to the liquid. Therefore, 
further dose-response curves were measured with paper substrates. HTM and TWTA, a novel thermal 
measurement technique with the benefit of a shorter measurement time (~2 min), were performed 
simultaneously. The detection limits were in the micromolar regime, which indicated the potential use 
of MIP-SPEs for the screening of noradrenaline drug concentrations in aqueous solutions. In addition, 
a first test indicated it is possible to measure in buffered solutions, which is a first step towards medical 
applications. In this area, there is a great need for cost-effective and flexible electrodes such as the 
paper-printed MIP-SPEs. The whole set up is portable and can be brought on-site, a TWTA 
measurement on a sample would not require more than 2 min. Molecular imprinting is versatile and by 
adapting the MIP, other neurotransmitters, proteins or bacteria can be targeted. The developed sensor 
platform is generic and for future measurements, this can be transformed into a suitable array format. 
 
Acknowledgements 
We would like to acknowledge H. Andrews for assistance with the SEM measurements and S. Gulzar 
for performing the TGA measurements. We would like to thank the British Council Institutional Link 
grant (No. 172726574) for supporting this research. 
 
References  
[1] K. Starke, Regulation of noradrenaline release by presynaptic receptor systems,  Reviews of 
physiology, biochemistry and pharmacology, Springer1977, pp. 1-124. 
[2] M.W. Schwartz, S.C. Woods, D. Porte, R.J. Seeley, D.G. Baskin, Central nervous system control of 
food intake, Nature 404 (2000) 661-671. 
[3] A.S. Jansen, X. Van Nguyen, V. Karpitskiy, T.C. Mettenleiter, A.D. Loewy, Central command 
neurons of the sympathetic nervous system: basis of the fight-or-flight response, Science 270 (1995) 
644-646. 
[4] B.M. Curtis, J.H. O'Keefe, Autonomic tone as a cardiovascular risk factor: the dangers of chronic 
fight or flight,  Mayo Clinic Proceedings, Elsevier, 2002, pp. 45-54. 
[5] B.E. Leonard, The role of noradrenaline in depression: a review, Journal of Psychopharmacology 
(1997). 
[6] P.C. Whybrow, A.J. Prange, A hypothesis of thyroid-catecholamine-receptor interaction: its 
relevance to affective illness, Archives of General Psychiatry 38 (1981) 106-113. 
[7] J.A. Thomas, B.H. Marks, Plasma norepinephrine in congestive heart failure, The American journal 
of cardiology 41 (1978) 233-243. 
[8] S.H. Sindrup, L.F. Gram, K. Brøsen, O. Eshøj, E.F. Mogensen, The selective serotonin reuptake 
inhibitor paroxetine is effective in the treatment of diabetic neuropathy symptoms, Pain 42 (1990) 135-
144. 
[9] D.S. Charney, G.R. Heninger, A. Breier, Noradrenergic function in panic anxiety: effects of 
yohimbine in healthy subjects and patients with agoraphobia and panic disorder, Archives of General 
Psychiatry 41 (1984) 751-763. 
[10] G. Eisenhofer, K. Pacak, T.-T. Huynh, N. Qin, G. Bratslavsky, W.M. Linehan, M. Mannelli, P. 
Friberg, H.J. Timmers, S.R. Bornstein, J.W.M. Lenders, Catecholamine metabolomic and secretory 
phenotypes in phaeochromocytoma, Endocrine-related cancer 18 (2011) 97-111. 
[11] E.L. Bravo, R. Tagle, Pheochromocytoma: state-of-the-art and future prospects, Endocrine reviews 
24 (2003) 539-553. 
[12] S.L. Aronoff, E. Passamani, B.A. Borowsky, A.N. Weiss, R. Roberts, P.E. Cryer, Norepinephrine 
and epinephrine secretion from a clinically epinephrine-secreting pheochromocytoma, The American 
journal of medicine 69 (1980) 321-324. 
[13] C.-Y. Lo, K.-Y. Lam, M.-S. Wat, K.S. Lam, Adrenal pheochromocytoma remains a frequently 
overlooked diagnosis, The American Journal of Surgery 179 (2000) 212-215. 
[14] P.-F. Plouin, J.-M. Duclos, F. Soppelsa, G. Boublil, G. Chatellier, Factors Associated with 
Perioperative Morbidity and Mortality in Patients with Pheochromocytoma: Analysis of 165 Operations 
at a Single Center 1, The Journal of Clinical Endocrinology & Metabolism 86 (2001) 1480-1486. 
[15] A.K. Sood, R. Bhatty, A.A. Kamat, C.N. Landen, L. Han, P.H. Thaker, Y. Li, D.M. Gershenson, 
S. Lutgendorf, S.W. Cole, Stress hormone–mediated invasion of ovarian cancer cells, Clinical Cancer 
Research 12 (2006) 369-375. 
[16] R.C. Bast, B. Hennessy, G.B. Mills, The biology of ovarian cancer: new opportunities for 
translation, Nature Reviews Cancer 9 (2009) 415-428. 
[17] M. Choi, K. Cho, S. Lee, Y. Bae, K. Jeong, S. Rha, E. Choi, J. Park, J. Kim, J. Lee, hTERT mediates 
norepinephrine-induced Slug expression and ovarian cancer aggressiveness, Oncogene 34 (2015) 3402-
3412. 
[18] H. Hallman, L.-O. Farnebo, B. Hamberger, G. Jonsson, A sensitive method for the determination 
of plasma catecholamines using liquid chromatography with electrochemical detection, Life sciences 
23 (1978) 1049-1052. 
[19] M.A. Fotopoulou, P.C. Ioannou, Post-column terbium complexation and sensitized fluorescence 
detection for the determination of norepinephrine, epinephrine and dopamine using high-performance 
liquid chromatography, Analytica Chimica Acta 462 (2002) 179-185. 
[20] J. Wagner, P. Vitali, M.G. Palfreyman, M. Zraika, S. Huot, Simultaneous Determination of 3, 4‐
Dihydroxyphenylalanine, 5‐Hydroxytryptophan, Dopamine, 4‐Hydroxy‐3‐Methoxyphenylalanine, 
Norepinephrine, 3, 4‐Dihydroxyphenylacetic Acid, Homovanillic Acid, Serotonin, and 5‐
Hydroxyindoleacetic Acid in Rat Cerebrospinal Fluid and Brain by High‐Performance Liquid 
Chromatography with Electrochemical Detection, Journal of neurochemistry 38 (1982) 1241-1254. 
[21] B. Westerink, T. Mulder, Determination of Picomole Amounts of Dopamine, Noradrenaline, 3, 4‐
Dihydroxyphenylalanine, 3, 4‐Dihydroxyphenylacetic Acid, Homovanillic Acid, and 5‐
Hydroxyindolacetic Acid in Nervous Tissue After One‐Step Purification on Sephadex G‐10, Using 
High‐Performance Liquid Chromatography with a Novel Type of Electrochemical Detection, Journal 
of neurochemistry 36 (1981) 1449-1462. 
[22] A.L. Ghindilis, A. Makower, C.G. Bauer, F.F. Bier, F.W. Scheller, Determination of p-
aminophenol and catecholamines at picomolar concentrations based on recycling enzyme amplification, 
Analytica Chimica Acta 304 (1995) 25-31. 
[23] Rosy, H. Chasta, R.N. Goyal, Molecularly imprinted sensor based on o-aminophenol for the 
selective determination of norepinephrine in pharmaceutical and biological samples, Talanta 125 (2014) 
167-173. 
[24] D.A. Spivak, Optimization, evaluation, and characterization of molecularly imprinted polymers, 
Advanced Drug Delivery Reviews 57 (2005) 1779-1794. 
[25] K. Haupt, K. Mosbach, Molecularly Imprinted Polymers and Their Use in Biomimetic Sensors, 
Chemical Reviews 100 (2000) 2495-2504. 
[26] G. Wulff, Enzyme-like Catalysis by Molecularly Imprinted Polymers, Chemical Reviews 102 
(2002) 1-28. 
[27] B. Sellergren, C.J. Allender, Molecularly imprinted polymers: A bridge to advanced drug delivery, 
Advanced Drug Delivery Reviews 57 (2005) 1733-1741. 
[28] I. Chianella, A. Guerreiro, E. Moczko, J.S. Caygill, E.V. Piletska, I.M.P. De Vargas Sansalvador, 
M.J. Whitcombe, S.A. Piletsky, Direct Replacement of Antibodies with Molecularly Imprinted Polymer 
Nanoparticles in ELISA—Development of a Novel Assay for Vancomycin, Analytical Chemistry 85 
(2013) 8462-8468. 
[29] R. Kirchner, J. Seidel, G. Wolf, G. Wulff, Calorimetric Investigation of Chiral Recognition 
Processes in a Molecularly Imprinted Polymer, Journal of Inclusion Phenomena 43 (2002) 279-283. 
[30] M.J. Whitcombe, N. Kirsch, I.A. Nicholls, Molecular imprinting science and technology: A survey 
of the literature for the years 2004–2011, Journal of Molecular Recognition 27 (2014) 297-401. 
[31] S. Nestora, F. Merlier, S. Beyazit, E. Prost, L. Duma, B. Baril, A. Greaves, K. Haupt, B. Tse Sum 
Bui, Plastic Antibodies for Cosmetics: Molecularly Imprinted Polymers Scavenge Precursors of 
Malodors, Angewandte Chemie International Edition 55 (2016) 6252-6256. 
[32] B. Claude, R. Nehmé, P. Morin, Analysis of urinary neurotransmitters by capillary electrophoresis: 
Sensitivity enhancement using field-amplified sample injection and molecular imprinted polymer solid 
phase extraction, Analytica Chimica Acta 699 (2011) 242-248. 
[33] X. Zhang, S. Xu, J.-M. Lim, Y.-I. Lee, Molecularly imprinted solid phase microextraction fiber for 
trace analysis of catecholamines in urine and serum samples by capillary electrophoresis, Talanta 99 
(2012) 270-276. 
[34] B.-Y. Huang, Y.-C. Chen, G.-R. Wang, C.-Y. Liu, Preparation and evaluation of a monolithic 
molecularly imprinted polymer for the chiral separation of neurotransmitters and their analogues by 
capillary electrochromatography, Journal of Chromatography A 1218 (2011) 849-855. 
[35] J.-B. Ma, H.-W. Qiu, Q.-H. Rui, Y.-F. Liao, Y.-M. Chen, J. Xu, P.-P. Zhan, Y.-G. Zhao, Fast 
determination of catecholamines in human plasma using carboxyl-functionalized magnetic-carbon 
nanotube molecularly imprinted polymer followed by liquid chromatography-tandem quadrupole mass 
spectrometry, Journal of Chromatography A 1429 (2016) 86-96. 
[36] C. Malitesta, I. Losito, P.G. Zambonin, Molecularly imprinted electrosynthesized polymers: new 
materials for biomimetic sensors, Analytical Chemistry 71 (1999) 1366-1370. 
[37] B. van Grinsven, K. Eersels, M. Peeters, P. Losada-Pérez, T. Vandenryt, T.J. Cleij, P. Wagner, The 
Heat-Transfer Method: A Versatile Low-Cost, Label-Free, Fast, and User-Friendly Readout Platform 
for Biosensor Applications, ACS Applied Materials & Interfaces 6 (2014) 13309-13318. 
[38] B. van Grinsven, N. Vanden Bon, H. Strauven, L. Grieten, M. Murib, K.L. Jiménez Monroy, S.D. 
Janssens, K. Haenen, M.J. Schöning, V. Vermeeren, M. Ameloot, L. Michiels, R. Thoelen, W. De 
Ceuninck, P. Wagner, Heat-Transfer Resistance at Solid–Liquid Interfaces: A Tool for the Detection of 
Single-Nucleotide Polymorphisms in DNA, ACS Nano 6 (2012) 2712-2721. 
[39] M. Peeters, B. van Grinsven, T.J. Cleij, K.L. Jiménez-Monroy, P. Cornelis, E. Pérez-Ruiz, G. 
Wackers, R. Thoelen, W. De Ceuninck, J. Lammertyn, P. Wagner, Label-free Protein Detection Based 
on the Heat-Transfer Method—A Case Study with the Peanut Allergen Ara h 1 and Aptamer-Based 
Synthetic Receptors, ACS Applied Materials & Interfaces 7 (2015) 10316-10323. 
[40] K. Eersels, B. van Grinsven, A. Ethirajan, S. Timmermans, K.L. Jiménez Monroy, J.F.J. Bogie, S. 
Punniyakoti, T. Vandenryt, J.J.A. Hendriks, T.J. Cleij, M.J.A.P. Daemen, V. Somers, W. De Ceuninck, 
P. Wagner, Selective Identification of Macrophages and Cancer Cells Based on Thermal Transport 
through Surface-Imprinted Polymer Layers, ACS Applied Materials & Interfaces 5 (2013) 7258-7267. 
[41] M. Peeters, P. Csipai, B. Geerets, A. Weustenraed, B. van Grinsven, R. Thoelen, J. Gruber, W. De 
Ceuninck, T.J. Cleij, F.J. Troost, P. Wagner, Heat-transfer-based detection of l-nicotine, histamine, and 
serotonin using molecularly imprinted polymers as biomimetic receptors, Anal Bioanal Chem 405 
(2013) 6453-6460. 
[42] B. van Grinsven, M. Peeters, C.W. Foster, T.J. Cleij, C.E. Banks, Introducing Thermal Wave 
Transport Analysis (TWTA): A Thermal Technique for Dopamine Detection by Screen-Printed 
Electrodes Functionalized with Molecularly Imprinted Polymer (MIP) Particles, Molecules 21 (2016). 
[43] B. van Grinsven, K. Eersels, O. Akkermans, S. Ellermann, A. Kordek, M. Peeters, O. Deschaume, 
C. Bartic, H. Diliën, E. Steen Redeker, P. Wagner, T.J. Cleij, Label-Free Detection of Escherichia coli 
Based on Thermal Transport through Surface Imprinted Polymers, ACS Sensors 1 (2016) 1140-1147. 
[44] C.W. Foster, J.P. Metters, C.E. Banks, Ultra flexible paper based electrochemical sensors: effect 
of mechanical contortion upon electrochemical performance, Electroanalysis 25 (2013) 2275-2282. 
[45] B. Geerets, M. Peeters, B. Grinsven, K. Bers, W. de Ceuninck, P. Wagner, Optimizing the Thermal 
Read-Out Technique for MIP-Based Biomimetic Sensors: Towards Nanomolar Detection Limits, 
Sensors 13 (2013) 9148. 
[46] J.P. Danaceau, G.M. Anderson, W.M. McMahon, D.J. Crouch, A Liquid Chromatographic-
Tandem Mass Spectrometric Method for the Analysis of Serotonin and Related Indoles in Human 
Whole Blood, Journal of Analytical Toxicology 27 (2003) 440-444. 
[47] R.J. Umpleby Ii, S.C. Baxter, A.M. Rampey, G.T. Rushton, Y. Chen, K.D. Shimizu, 
Characterization of the heterogeneous binding site affinity distributions in molecularly imprinted 
polymers, Journal of Chromatography B 804 (2004) 141-149. 
[48] B. Taşdelen, N. Kayaman-Apohan, O. Güven, B.M. Baysal, Preparation of poly (N-
isopropylacrylamide/itaconic acid) copolymeric hydrogels and their drug release behavior, 
International journal of pharmaceutics 278 (2004) 343-351. 
 
 
